
FRAMEWORK SERIES

WLAM38-03 Framework – Alabaster

CHARACTERISTICS OF SPECIALTY WALLCOVERING

• This wallcovering is handcrafted. There will be irregularities.

• Please use an appropriate wallcovering cutting blade

INSTALLATION INSTRUCTIONS

• Hang wallcovering as it comes off the roll — do not reverse hang  
(see illustration at right)

• Wallcovering can be installed with a side match or use creative freedom 
for preferred aesthetic (see illustration on next page) 

• DO use a soft smoothing brush and brush lightly

• DO NOT use a hard flat smoothing tool

Please be advised, this addendum pertains to the wallcovering listed below. It is meant to be used 
in tandem with our full installation instructions for natural, handcrafted wallcoverings located at 
hartmannforbes.com/install

Natural Wallcovering
INSTALLATION  ADDENDUM – FRAMEWORK 1/2
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If you have any questions before, during or after installation, please contact  
Customer Relations at 888.582.8780 or at hfcr@hartmannforbes.com

HARTMANN&FORBES ASSUMES NO RESPONSIBILITY FOR THE INSTALLATION
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WLAM38-03 Framework – Alabaster 

Natural Wallcovering 
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If you have any questions before, during or after installation, please contact  
Customer Relations at 888.582.8780 or at hfcr@hartmannforbes.com
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